6" ABS/PVC
THREADED PLUG

r—COLLAR

L ~——4" ABS/PVC INSERT PIPE*

FLAPPER ASSEMBLY

FLAPPER WITHIN 4’ OF BUILDING

NO ADDITIONAL C/O REQUIRED & CAN
BE BURIED UP TO 1’ BELOW GRADE.

OPTION B: GREEN \
COVER AT GRADE |
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6” ABS/PVC
FEMALE ADAPTER

6" ABS/PVC
RISER PIPE*

STREET-SIDE

] ~-FLOW[ ] N

6” SIDE SEWER—/ 6” TO 4" REDUCER

4" SIDE SEWER

HOUSE-SIDE

NOTES:

* BOTH RISER PIPE AND INSERT PIPE CAN BE EXTENDED—CONTACT MANUFACTURER.
1. THREADED PLUG, FEMALE ADAPTER, INSERT PIPE, AND RISER PIPE MAY BE SUPPLIED BY OTHERS.
2. BACKFLOW PREVENTER SHALL BE LOCATED FROM HOUSE BETWEEN 2’ TO 4.

3. BACKFLOW PREVENTER VALVE SHALL BE A CLEAN CHECK, INC. MODEL #: EBV—P401 OR EQUIVALENT.

REVISIONS

APPROVED BY v STANDARD DETAIL
SIDE SEWER BACKFLOW PREVENTER
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